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EACH END OF WORK ZONE AT ALL TIMES DURING

CHANNELIZATION DEVICES

20 FT. ON CENTER

100-150 FT. (OR GREATER
WHEN POSSIBLE) TAPER ON
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/

SOUTHBOUND LANE:
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MERGE TO SINGLE WEST
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W20-1 "ROAD WORK AHEAD"

W20-4 "ONE LANE RD AHEAD"

W4-2: MERGE SIGN

TO BE PLACED 150 FT. OR GREATER FROM CURRENT
WORK ZONE.

IF STEEL PLATE TO BE USED:
W8-24: "STEEL PLATE AHEAD"

TRAFFIC CONTROL PLAN

SCALE: NTS

Civil Engineers
Structural Engineers
Traffic Engineers
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Scientists

48 Constitution Drive

Bedford, NH 03110 2016 MAIN ST. INTERSECTIONS
Phone (603) 472—4488 WATER MAIN IMPROVEMENTS
Fax (803) 472-9747

www.tfmoran.com

PREPARED FOR:
HUTTER CONSTRUCTION

DATE

SHEET/PAGE NO. | SHEET 2/PAGE 2D



AAzam
Polygonal Line

AAzam
Polygonal Line

AAzam
Polygonal Line

AAzam
Line

AAzam
Line

AAzam
Line

AAzam
Line

AAzam
Line

AAzam
Line

Jbelanger
Polygon

Jbelanger
Line

Jbelanger
Line

Jbelanger
Polygon

Jbelanger
Text Box
CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH OF LANE SHIFT.
  
LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION.
 
UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT ALL TIMES DURING WORK ZONE OPERATIONS.

Jbelanger
Callout
SOUTHBOUND LANE: 
WEST LANE TO BE USED FOR SOUTHBOUND TRAFFIC
 
EAST LANE TO BE USED FOR NORTHBOUND TRAFFIC

Jbelanger
Callout
CHANNELIZATION DEVICES 20 FT. ON CENTER

Jbelanger
Callout
100-150 FT. (OR GREATER WHEN POSSIBLE) TAPER ON NORTH AND SOUTH OF WORKZONES

Jbelanger
Callout
NORTHBOUND LANE CLOSED TO TRAFFIC

Jbelanger
Callout
NORTHBOUND LANE SHIFT

Jbelanger
Rectangle

Jbelanger
Callout
SOUTHBOUND LANES TO MERGE TO SINGLE WEST LANE

Jbelanger
Callout
AREA OF WORK

Jbelanger
Text Box
W20-1 "ROAD WORK AHEAD"
W20-4 "ONE LANE RD AHEAD"
W4-2: MERGE SIGN
TO BE PLACED 150 FT. OR GREATER FROM CURRENT WORK ZONE.
 
IF STEEL PLATE TO BE USED:
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CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH
OF LANE SHIFT. CLOSE FOWELL AVE AS
REQUIRED

LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION. /_ R11-3a

"ROAD CLOSED LOCAL
UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT TRAFFIC ONLY"
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WORK ZONE.

NORTHBOUND LANE CLOSED
TO TRAFFIC

ALTERNATE DRIVE AISLES AS

REQUIRED BY WORK IF STEEL PLATE TO BE USED:
W8-24: "STEEL PLATE AHEAD"

TRAFFIC CONTROL PLAN SCALE: NTS

Civil Engineers 48 Constitution Drive

Structural Engineers Bedford, NH 03110 2016 MAIN ST. INTERSECTIONS
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W8-24: "STEEL PLATE AHEAD" 


CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH
OF LANE SHIFT.

SOUTHBOUND LANE:

WEST LANE TO BE USED FOR
SOUTHBOUND TRAFFIC
LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION.
EAST LANE TO BE USED FOR
NORTHBOUND TRAFFIC

UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT
ALL TIMES DURING WORK ZONE OPERATIONS.
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NORTHBOUND LANE CLOSED
TO TRAFFIC W20-1 "ROAD WORK AHEAD"

W20-4 "ONE LANE RD AHEAD"

W4-2: MERGE SIGN

TO BE PLACED 150 FT. OR GREATER FROM CURRENT
WORK ZONE.

IF STEEL PLATE TO BE USED:
W8-24: "STEEL PLATE AHEAD"

TRAFFIC CONTROL PLAN SCALE: NTS

Civil Engineers 48 Constitution Drive

Structural Engineers Bedford, NH 03110 2016 MAIN ST. INTERSECTIONS
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CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH SOUTHBOUND LANE:

OF LANE SHIFT. WEST LANE TO BE USED FOR
SOUTHBOUND TRAFFIC
LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION.
EAST LANE TO BE USED FOR
UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT NORTHBOUND TRAFFIC

ALL TIMES DURING WORK ZONE OPERATIONS. /
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CHANNELIZATION DEVICES e e T T

20 FT. ON CENTER

100-150 FT. (OR GREATER
WHEN POSSIBLE) TAPER ON
NORTH AND SOUTH OF
WORKZONES (SEE SHEET 2F)

NORTHBOUND LANE CLOSED
TO TRAFFIC

/
// AREA OF WORKl

NORTHBOUND LANE SHIFT

RUSSELL AVE CLOSED
R11-3a

"ROAD CLOSED LOCAL
TRAFFIC ONLY"

W20-1 "ROAD WORK AHEAD"

W20-4 "ONE LANE RD AHEAD"

W4-2: MERGE SIGN

TO BE PLACED 150 FT. OR GREATER FROM CURRENT
WORK ZONE.

IF STEEL PLATE TO BE USED:
W8-24: "STEEL PLATE AHEAD"

TRAFFIC CONTROL PLAN SCALE: NTS

Civil Engineers 48 Constitution Drive

Structural Engineers Bedford, NH 03110 2016 MAIN ST. INTERSECTIONS
Traffic Engineers Phone (603) 472—4488 WATER MAIN IMPROVEMENTS
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W20-4 "ONE LANE RD AHEAD"
W4-2: MERGE SIGN
TO BE PLACED 150 FT. OR GREATER FROM CURRENT WORK ZONE.
 
IF STEEL PLATE TO BE USED:
W8-24: "STEEL PLATE AHEAD" 


CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH SOUTHBOUND LANE:
OF LANE SHIFT. WEST LANE TO BE USED FOR

SOUTHBOUND TRAFFIC

LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION.
EAST LANE TO BE USED FOR

UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT NORTHBOUND TRAFFIC
ALL TIMES DURING WORK ZONE OPERATIONS.

SOUTHBOUND LANES TO
MERGE TO SINGLE WEST
LANE

CHANNELIZATION DEVICES
20 FT. ON CENTER

100-150 FT. (OR GREATER
WHEN POSSIBLE) TAPER ON
NORTH AND SOUTH OF
WORKZONES

AREA OF WORK

W20-1 "ROAD WORK AHEAD"

NORTHBOUND LANE SHIFT W20-4 "ONE LANE RD AHEAD"

W4-2: MERGE SIGN

NORTHBOUND LANE CLOSED TO BE PLACED 150 FT. OR GREATER FROM CURRENT
TO TRAFFIC WORK ZONE.

IF STEEL PLATE TO BE USED:
W8-24: "STEEL PLATE AHEAD"

TRAFFIC CONTROL PLAN SCALE: NTS

Civil Engineers 48 Constitution Drive

Structural Engineers Bedford, NH 03110 2016 MAIN ST. INTERSECTIONS
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CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH
OF LANE SHIFT.

LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION.

UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT CLOSE PRATT STREET AS

ALL TIMES DURING WORK ZONE OPERATIONS. REQUIRED
R11-3a

"ROAD CLOSED LOCAL
TRAFFIC ONLY"

SOUTHBOUND LANE:
WEST LANE TO BE USED FOR
SOUTHBOUND TRAFFIC

EAST LANE TO BE USED FOR
NORTHBOUND TRAFFIC

/

100-150 FT. (OR GREATER (
WHEN POSSIBLE) TAPER ON
NORTH AND SOUTH OF
WORKZONES

CHANNELIZATION DEVICES
20 FT. ON CENTER

SOUTHBOUND LANES TO
MERGE TO SINGLE WEST
LANE

= AREA OF WORK

W20-1 "ROAD WORK AHEAD"

NORTHBOUND LANE SHIFT W20-4 "ONE LANE RD AHEAD"

W4-2: MERGE SIGN

ALTERNATE DRIVE AISLES AS TO BE PLACED 150 FT. OR GREATER FROM CURRENT
REQUIRED BY WORK WORK ZONE.

NORTHBOUND LANE CLOSED
TO TRAFFIC

IF STEEL PLATE TO BE USED:
W8-24: "STEEL PLATE AHEAD"

TRAFFIC CONTROL PLAN SCALE: NTS

Civil Engineers 48 Constitution Drive

Structural Engineers Bedford, NH 03110 2016 MAIN ST. INTERSECTIONS
Traffic Engineers Phone (603) 472—4488 WATER MAIN IMPROVEMENTS

Land Surveyors
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CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH
OF LANE SHIFT.

SOUTHBOUND LANE:

WEST LANE TO BE USED FOR
SOUTHBOUND TRAFFIC
LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION.
EAST LANE TO BE USED FOR

UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT NORTHBOUND TRAFFIC

ALL TIMES DURING WORK ZONE OPERATIONS.
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W4-2: MERGE SIGN

TO BE PLACED 150 FT. OR GREATER FROM CURRENT
WORK ZONE.

LINCOLN AVE CLOSED
R11-3a
"ROAD CLOSED LOCAL

IF STEEL PLATE TO BE USED:
TRAFFIC ONLY"

W8-24: "STEEL PLATE AHEAD"

TRAFFIC CONTROL PLAN SCALE: NTS

Civil Engineers 48 Constitution Drive

Structural Engineers Bedford, NH 03110 2016 MAIN ST. INTERSECTIONS
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Land Surveyors
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CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH SOUTHBOUND LANE:

OF LANE SHIFT. WEST LANE TO BE USED FOR
SOUTHBOUND TRAFFIC
LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION.
EAST LANE TO BE USED FOR
UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT NORTHBOUND TRAFFIC

ALL TIMES DURING WORK ZONE OPERATIONS.
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CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH
OF LANE SHIFT.

CLOSE REVERE STREET
R11-3a

"ROAD CLOSED LOCAL
TRAFFIC ONLY"
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WORK ZONE.
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W8-24: "STEEL PLATE AHEAD"

TRAFFIC CONTROL PLAN SCALE: NTS

Civil Engineers 48 Constitution Drive

Structural Engineers Bedford, NH 03110 2016 MAIN ST. INTERSECTIONS

[ratle_mnaneers Phone (603) 4724488 WATER MAIN IMPROVEMENTS
and Surveyors
Landscape Architects Fax (603) 472-9747

Scientists www.tfmoran.com

PREPARED FOR:
HUTTER CONSTRUCTION

DATE

SHEET/PAGE NO. | SHEET 2/PAGE 2L



AAzam
Polygonal Line

AAzam
Polygonal Line

AAzam
Polygonal Line

AAzam
Polygon

AAzam
Line

AAzam
Line

AAzam
Line

AAzam
Line

AAzam
Line

AAzam
Line

Jbelanger
Text Box
CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON CENTER ALONG LENGTH OF LANE SHIFT.
  
LANE CLOSURE SIGNAGE TO BE PLACED 100 FT. PRIOR TO CHANNELIZATION.
 
UNIFORMED OFFICER SHALL BE PRESENT AT EACH END OF WORK ZONE AT ALL TIMES DURING WORK ZONE OPERATIONS.

Jbelanger
Callout
CLOSE REVERE STREET
R11-3a 
"ROAD CLOSED LOCAL TRAFFIC ONLY"

Jbelanger
Callout
SOUTHBOUND LANES TO MERGE TO SINGLE WEST LANE

Jbelanger
Callout
SOUTHBOUND LANE: 
WEST LANE TO BE USED FOR SOUTHBOUND TRAFFIC
 
EAST LANE TO BE USED FOR NORTHBOUND TRAFFIC

Jbelanger
Callout
100-150 FT. (OR GREATER WHEN POSSIBLE) TAPER ON NORTH AND SOUTH OF WORKZONES

Jbelanger
Callout
CHANNELIZATION DEVICES 20 FT. ON CENTER

Jbelanger
Callout
AREA OF WORK

Jbelanger
Callout
NORTHBOUND LANE SHIFT

Jbelanger
Callout
NORTHBOUND LANE CLOSED TO TRAFFIC

Jbelanger
Callout
ALTERNATE DRIVE AISLES AS REQUIRED BY WORK

Jbelanger
Line

Jbelanger
Polygon

Jbelanger
Polygon

Jbelanger
Line

AAzam
Line

Jbelanger
Text Box
W20-1 "ROAD WORK AHEAD"
W20-4 "ONE LANE RD AHEAD"
W4-2: MERGE SIGN
TO BE PLACED 150 FT. OR GREATER FROM CURRENT WORK ZONE.
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W8-24: "STEEL PLATE AHEAD" 
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CHANNELIZATION DEVICES TO BE PLACED 20 FT. ON
CENTER ALONG LENGTH OF LANE SHIFT.
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CENTER ALONG LENGTH OF LANE SHIFT.
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TO CHANNELIZATION.
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